














































































































































































 Page 37 

Inform
ation

 Servicing 

18. Labelling
Equipment shall be labelled stating that it has been de-commissioned and emptied of 
refrigerant. The label shall be dated and signed. Ensure that there are labels on the 
equipment stating the equipment contains flammable refrigerant.

19. Recovery
When removing refrigerant from a system, either for service or decommissioning, it is 
recommended good practice that all refrigerants are removed safely.
When tranferring refrigerant into cylinders, ensure that only appropriate refrigerant 
recovery cylinders are employed. Ensure that the correct numbers of cylinders for holding 
the total system charge are available. All cylinders to be used are designated for the 
recovered refrigerant and labelled for that refrigerant(i.e special cylinders for the 
recovery of refrigerant). Cylinders shall be complete with pressure relief valve and 
associated shut-off valves in good working order.
Empty recovery cylinders are evacuated and, if possible, cooled before recovery occurs.
The recovery equipment shall be in good working order with a set of instructions 
concerning the equipment that is at hand and shall be suitable for the recovery of
flammable refrigerants. In addition, a set of calibrated weighing scales shall be available
and in good working order.
Hoses shall be complete with leak-free disconnect couplings and in good condition. Before
using the recovery machine, check that it is in satisfactory working order, has been 
properly maintained and that any associated electrical components are sealed to prevent
ignition in the event of a refrigerant release. Consult manufacturer if in doubt.
The recovered refrigerant shall be returned to the refrigerant supplier in the correct
recovery cylinder, and the relevant Waste Transfer Note arranged. Do not mix refrigerants
in recovery units and especially not in cylinders.
If compressors or compressor oils are to be removed, ensure that they have been 
evacuated to an acceptable level to make certain that flammable refrigerant does not
remain within the lubricant. The evacuation process shall be carried out prior to retruning
the compressor to the suppliers. Only electric heating to the compressor body shall be 
employed to accelerate this process. When oil is drained from a system, it shall be carried
out safely.

1. Transport of equipment containing �ammable refrigerants
Compliance with the transport regulations

2. Marking of equipment using signs
Compliance with local regulations

3. Disposal of equipment using �ammable refrigerants
Compliance with national regulations

4. Storage of equipment/appliances
The storage of equipment should be in accordance with the manufacturer’s instructions.

5. Storage of packed (unsold) equipment
Storage package protection should be constructed such that mechanical damage to the
equipment inside the package will not cause a leak of the refrigerant charge.
The maximum number of pieces of equipment permitted to be stored together will be
determined by local regulations.

20. Transportation,  marking and storage for units
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IR REMOTE CONTROLLER

Buttons' outline

NOTE:
Buttons' design is based on typical model and might be slightly different from the actual one you 
purchased. The actual shape shall prevail.
All the functions described are accomplished by the unit. If the unit has no this feature, there is no 
corresponding operation happened when press the relative button on the remote controller. 

•
•

Push this button to
select operation mode:

AUTO, COOL, DRY,
HEAT, FAN.

To start/stop operation.

MODE SETTING

ON/OFF 1

10

11

12

13

14

9
2

3

4

5

6

8

SLEEP
To active / disable Sleep

function: for keeping
the most comfortable

temperature and saving
energy.

FRESH
To active / disable Fresh
function: this function

is not available
on these Models.

TURBO
To active / disable
Turbo function: for
reaching the preset
temperature in the

shortest time.

SELF CLEAN

7

FAN SPEED
To select fan speed:
AUTO, LOW, MEDIUM

or HIGH.

UP / DOWN
To increase the indoor
temperature setting
in 1°C increments

to 30°C, or to decrease
the indoor temperature

setting in 1°C
increments to 17°C.

SHORTCUT
To restore current settings

or previous settings.
- At the first start up, when
pressing SHORTCUT button,

the Unit will operate in
AUTO mode with a

temperature of 26°C and
AUTO fan speed.

- If you press SHORTCUT
button when the remote

controller is on, the
system will automatically

restore the previous
settings, including operation

mode, temperature, fan
speed and SLEEP function

(if activated). 

TIMER ON
To set TIMER ON.

TIMER OFF
To set TIMER OFF.

SWING

To set the desired air flow
up/down direction: at each

press of this button, the
flaps change direction

by 6-degree angle. If you
keep the button pressed
for more than 2 seconds,
the flaps automatically

swing up/down. 

FOLLOW ME
By pressing this button,

the remote display is
actual temperature at

its location. The remote
control will send this

signal every 3 minutes
interval until press the
Follow Me button again.
The air conditioner will
cancel the Follow Me

feature automatically if
it does not receive the
signal during 7 minutes

interval.

LED
To disable / active

indoor screen Display
and also turn off the

Air Conditioner buzzer.

To active /disable
Self Clean function:

not available on these
Models.

MODE

FAN

TEMP

SLEEP  FRESH

LED  FOLLOW METURBO SELF CLEAN

ON/OFF SHORT
CUT

TIMER
  ON

TIMER
  OFF

Function NOT available
on this Model.

SWING
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IR REMOTE CONTROLLER

LCD panel outline

NOTE:
In the illustration above, all possible indications provided by the Display are described for sake of clarity.
During operation, only the relevant information will be displayed on the remote controller's LCD panel.

Fan speed indication

Mode display
Information are displayed when
the remote controller is powered 
up.

Displayed when data transmitted.

Displayed when remote controller is ON.

Battery display(low battery detection)

Not available for this Unit.    

Not available for this Unit.    

Low speed 

Medium speed 

High speed 

Auto fan speed 

Displayed when TIMER ON time is set.

Displayed in Sleep Mode operation.

Indicated that the air conditioner is 
operating in Follow me mode

Not available for this Unit.

Displayed when TIMER OFF time is set.

Show set temperature or room 
temperature, or time under TIMER 
setting. 

AUTO

HEAT                 FAN

COOL                 DRY



- 5 -

AUTO MODE

• To start operation:

1. Select “AUTO” mode by pressing “MODE” button.

Press “ON/OFF” button to start the air conditioner:
now “OPERATION” LED on Indoor Unit is fully on.

2. Select your desired temperature by pressing
“UP / DOWN” buttons        .
The temperature can be set within a range of
17°C ~ 30°C in 1°C increments.

3.

Connect the Unit to the power source: “OPERATION”
LED on Indoor Unit will start flashing.

•

W h e n “ A U T O ” m o d e i s s e l e c t e d , t h e a i r 
condi t ioner s tar ts in the most appropr ia te 
operating mode, according to room temperature.

• To stop operation:
Press “ON/OFF” button on the remote controller to
stop the air conditioner.

• Note for the User:

NOTES:
1) In the Auto mode, the air conditioner can logically choose the mode of Cooling, Fan and 
heating by sensing the difference between the actual ambient room temperature and the setting 
temperature on the remote controller.
2) In the Auto mode, you can not switch the fan speed. It has already been automatically 
controlled.
3) If the Auto mode is not comfortable for you, the desired mode can be selected manually.

In case of close stops/starts, the air conditioner
does not immediately restarts operating, but 3
minutes elapse because of a protective function
for the compressor.

MODE

FAN

TEMP

ON/OFF SHORT
CUT

TIMER
  ON

TIMER
  OFF

3

1

2

SELF CLEAN

FRESHSLEEP   

TURBO FOLLOW MELED
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HEAT, COOL, FAN MODES

• To start operation:
Connect the Unit to the power source: “OPERATION”
lamp on Indoor Unit will start flashing.

1. Select your desired operating mode by pressing
“MODE” button:
• COOL
• HEAT
• FAN

  

3.

 

Press “FAN SPEED” button for selecting your
desired fan speed:
• AUTO
• LOW
• MED
• HIGH

4. Press the “ON/OFF” button to start the air
conditioner: now the “OPERATION” lamp is
fully on.

• To stop operation:

Press the “ON/OFF” button on the remote controller
to stop the air conditioner.

• Note for the User:
• In case of close stops/starts, the air conditioner

does not immediately restarts operating, but 3
minutes elapse because of a protective function
for the compressor.

MODE

FAN

TEMP

ON/OFF SHORT
CUT

TIMER
  ON

TIMER
  OFF

4

1

3

2

  

2. Select your desired temperature by pressing
“UP / DOWN” buttons        .
The temperature can be set within a range of
17°C ~ 30°C in 1°C increments.

NOTE:
In the Fan mode, the setting temperature is not displayed in the remote controller and you are 
not able to control the room temperature either. In this case, only step 1, 3 and 4 may be 
performed.

SELF CLEAN

FRESHSLEEP

TURBO FOLLOW MELED
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DRY MODE

• To start operation:

1. Select “DRY” mode by pressing “MODE” button.

3.

Connect the Unit to the power source: “OPERATION”
LED on Indoor Unit will start flashing.

Press “ON/OFF” button to start the air conditioner:
now “OPERATION” LED on Indoor Unit is fully on.

•
• Note for the User:

• To stop operation:
Press the “ON/OFF” button on the remote controller
to stop the air conditioner.

In case of close stops/starts, the air conditioner
does not immediately restarts operating, but 3
minutes elapse because of a protective function
for the compressor.

MODE

FAN

TEMP

ON/OFF SHORT
CUT

TIMER
  ON

TIMER
  OFF

3

1

2

  

2. Select your desired temperature by pressing
“UP / DOWN” buttons        .
The temperature can be set within a range of
17°C ~ 30°C in 1°C increments.

NOTE:
In the Dehumidifying mode, you can not switch the fan speed. It has already been automatically 
controlled.

SELF CLEAN

FRESHSLEEP

TURBO FOLLOW MELED
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TIMER FUNCTION

TIMER ON (Programmed Start)

1.

2.

TIMER ON function allows you to program the automatic
start of the air conditioner according to your needs.
In this way, the air conditioner will start operating at your
desired time.

NOTES:

Time increases are 30-minutes’ steps till 10 subsequent hours, and 60-minutes’ steps from 10 to 24 hours.
The remote controller’s Timer is not a clock, so it is necessary to set the time period - not the exact time - for 
programmed start.
 Unlike operation modes, TIMER settings are not kept in memory by the microcomputer, therefore if a power
failure occurs, TIMER settings will be cancelled and need to be set again.

Before selecting TIMER settings, it is possible to choose your desired operation mode. 

TIMER max. range is 24 hours, i.e. it is not possible to operate weekly settings. 

To modify TIMER settings, press again TIMER ON button and repeat the above procedure for TIMER ON setting.

1.

2.

3.

4.

Programmed Start - TIMER ON

To cancel Timer setting

Example of TIMER ON setting

Press TIMER ON button: remote controller will
display “TIMER ON” indication, the signal “h” and
the digits for programming the setting. The remote
controller is ready to receive the setting for TIMER
ON.

Press again TIMER ON button for several times, till
reaching your desired time for the air conditioner’s
automatic start. At each press of the button, time
increases by 30-minutes’ steps till 10 hours, and
by 60-minutes‘ steps from 10 to 24 hours.

To cancel TIMER ON setting, adjust the TIMER
time to 0:00.

To start the air conditioner in 6 hours:
Press the TIMER ON button: the last setting of starting operation
time and the signal “h” will show on the display area.
Press the TIMER ON button to display “6:0h” on the TIMER ON
display of the remote controller.
After 0.5 seconds since the time for programmed start was set,
the remote control will send settings to the Indoor Unit.
After 2 seconds, the signal “h” will go out and remote control will
display set temperature again.

1. 

2. 

3. 

5.

When “TIMER” function is selected, the remote controller automatically sends signals for programmed start/stop to the
Indoor Unit. If you would like to be sure that these signals are received by Indoor Unit, it is necessary to address the
remote controller towards the Indoor Unit’s signal receiver, and check that no obstacles could affect the impulses’
transmission.  

CAUTION !

Start

Off

6 hours laterSet

1MODE

FAN

TEMP

ON/OFF SHORT
CUT

TIMER
  ON

TIMER
  OFF

  

SELF CLEAN

FRESHSLEEP

TURBO FOLLOW MELED
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TIMER FUNCTION

TIMER OFF (Programmed Stop)

NOTES:

Programmed Stop - TIMER OFF

Example of TIMER OFF setting

To stop the air conditioner in 10.00 hours:
Press the TIMER OFF button: the last setting of stopping operation
time and the signal “h” will show on the display area.
Press the TIMER OFF button to display “10h” on the TIMER OFF
display of the remote controller.
After 0.5 seconds since the time for programmed stop was set,
the remote control will send settings to the Indoor Unit.
After 2 seconds, the signal “h” will go out and remote control will
display set temperature again. 

1. 

2. 

3. 

TIMER OFF function allows you to program the automatic
stop of the air conditioner according to your needs.
In this way, the air conditioner will stop operating at your
desired time.

1.

2.

Press TIMER OFF button: remote controller will
display “TIMER OFF” indication, the signal “h” and
the digits for programming the setting. The remote
controller is ready to receive the setting for TIMER
OFF.

Press again TIMER OFF button for several times, till
reaching your desired time for the air conditioner’s
automatic stop. At each press of the button, time
increases by 30-minutes’ steps till 10 hours, and
by 60-minutes‘ steps from 10 to 24 hours.

When “TIMER” function is selected, the remote controller automatically sends signals for programmed start/stop to the
Indoor Unit. If you would like to be sure that these signals are received by Indoor Unit, it is necessary to address the
remote controller towards the Indoor Unit’s signal receiver, and check that no obstacles could affect the impulses’
transmission.  

CAUTION !

Time increases are 30-minutes’ steps till 10 subsequent hours, and 60-minutes’ steps from 10 to 24 hours.
The remote controller’s Timer is not a clock, so it is necessary to set the time period - not the exact time - for
programmed stop.
 Unlike operation modes, TIMER settings are not kept in memory by the microcomputer, therefore if a power
failure occurs, TIMER settings will be cancelled and need to be set again.

Before selecting TIMER settings, it is possible to choose your desired operation mode. 

TIMER max. range is 24 hours, i.e. it is not possible to operate weekly settings. 

To modify TIMER settings, press again TIMER OFF button and repeat the above procedure for TIMER OFF setting.

1.

2.

3.

4.

5.

To cancel Timer setting
To cancel TIMER OFF setting, adjust the TIMER
time to 0:00.

Stop

On

Set             10 hours later

1

MODE

FAN

TEMP

ON/OFF

TIMER
  ON

TIMER
  OFF

  

SHORT
CUT

SELF CLEAN

FRESHSLEEP

TURBO FOLLOW MELED
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TIMER FUNCTION

COMBINED TIMER (Setting both ON and OFF timers simultaneously)
TIMER ON/OFF or TIMER OFF/ON function allows you to set the automatic start/stop or stop/start
of the air conditioner at your desired time.

NOTES

TIMER OFF / TIMER ON  (On / Stop / Start operation)
This feature is useful when you want to stop the air conditioner after you go to bed, and start it again in
the morning when you wake up or when you return home. 

To stop the air conditioner 2 hours after setting and start it again 10 hours after setting. 

Press the TIMER OFF button.
Press the TIMER OFF button again to display “2.0h”
on the TIMER OFF display.
Press the TIMER ON button.
Press the TIMER ON button again to display “10h” on
the TIMER ON display.
Wait for the remote control to display the setting
temperature.

1.
2.

3.
4.

5.

Example

Example

TIMER ON / TIMER OFF (Off / Start / Stop operation)
This feature is useful when you want to start the air conditioner before you wake up and stop it after
you leave the house. 

To start the air conditioner 2 hours after setting, and stop it 5 hours after setting. 

Press the TIMER ON button.
Press the TIMER ON button again to display “2.0h”
on the TIMER ON display.
Press the TIMER OFF button.
Press the TIMER OFF button again to display “0.5h”
on the TIMER OFF display.
Wait for the remote control to display the setting
temperature.

1.
2.

3.
4.

5.

When “TIMER” function is selected, the remote controller automatically sends signals for programmed start & stop to
the Indoor Unit. If you would like to be sure that these signals are received by Indoor Unit, it is necessary to address
the remote controller towards the Indoor Unit’s signal receiver, and check that no obstacles could affect the impulses’
transmission.  

CAUTION !

Time increases are 30-minutes’ steps till 10 subsequent hours, and 60-minutes’ steps from 10 to 24 hours.
The remote controller’s Timer is not a clock, so it is necessary to set the time period - not the exact time - for
programmed start/stop.
 Unlike operation modes, TIMER settings are not kept in memory by the microcomputer, therefore if a power
failure occurs, TIMER settings will be cancelled and need to be set again.
Before selecting TIMER settings, it is possible to choose your desired operation mode. 
TIMER max. range is 24 hours, i.e. it is not possible to operate weekly settings. 

1.

2.

3.

4.

On
Stop

2 hours later
after setting

Set

Start

10 hours later
after setting

Off Stop

Start

2 hours later
after setting

5 hours later
after setting

Set
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CORRECT USE OF REMOTE CONTROLLER

1) Make sure the 2 batteries (“AAA” type, 1.5V) are fully charged and correctly fitted in the special slot 

on the remote controller, by respecting the polarity marked on the remote controller itself. The batteries' 

average life is of about 6 months ~ 1 year.

2) Use the remote controller by turning it towards the Indoor Unit at no more than 8 metres from the 

Unit itself.

3) The remote controller will not work properly if curtains, doors or other objects placed between the 

remote controller and the infrared receiver on the Indoor Unit do not allow the signal transmission.

4) If the remote controller is placed sideways as regards to the signal receiver, it will operate within a 

max. angle of 30° on the right or on the left from the receiver. If the remote controller is fixed on its wall 

bearing, it will work within a side distance of 0.5 metres on the right or on the left from the receiver.

5) If the infrared receiver on Indoor Unit is exposed to direct sunlight, the remote controller (and 

consequently the air conditioner) probably will not work properly.

6) In order to avoid interferences, keep the remote controller at least 1 metre away from Hi-Fi, TV, radio 

and in general from appliances generating electromagnetic fields.

7) If the remote controller stops to operate correctly, please remove the batteries in order to reset it, 

then reinsert the batteries after a few minutes and check if now the remote controller operates correctly.

8) Do not wet the remote controller and prevent any liquid from falling into it.

9) Handle the remote controller with care and pay attention not to drop it nor place heavy objects on it. 

Keep it far away from heat sources such as heaters, cooking stoves, electric blankets, etc.

10) Never use solvents nor strong detergents for cleaning the remote controller. Only use a soft, clean 

and dry cloth.

Installation & correct use of remote controller

Max. allowed distance: 8 metres

8m
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